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Spot Light for Track Lighting usluminaire
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This spot light series can be used with H, |, or L track systems. It is
adjustable with both a vertical tilt and a horizontal swivel. Available
with beam angles of 15 to 60 degrees.

e
FEATURES -
o Compatible with Halo, Juno, and Lightolier tracks l\
> 1P20 \

o Aluminum body
o PF>0.95
o TRIAC dimming 10%-100%

o Adjustable angle

HALO JUNO LIGHTOLIER

ORDERING INFORMATION EXAMPLE PN: USL-TRS4A-H-15W-30K-36D-W-TRIAC

USL-TRS4A

H HALO 10W 10 WATTS 27K 2700K 15D 15 DEGREES W WHITE TRIAC TRIAC
] JUNO I5W 15 WATTS 30K 3000K 25D 25 DEGREES B  BLACK
L LIGHTOLIER ~ 20W 20 WATTS 35K 3500K 36D 36 DEGREES G GRAY

25W 25 WATTS 40K 4000K 60D 60 DEGREES

30W 30 WATTS 50K 5000K

*Note: Halo track is standard.
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INTERIOR USL-TRS4A

Spot Light for Track Lighting

Luminaqire

SPECIFICATIONS

OPERATION

RATED

MODEL VOLTAGE LIFESBAN ccT CRI EFFICACY
2700K, 3000K, . )
USL-TRS4A 120V AC 50,000 HOURS $500K. 4000K. 5000K 80 88-105 Im/W
MODEL POWER LUMENS (Im) +10% EFFICACY
(W) 3000K 4000K 5000K (Im/W)
USL-TRS4A-x-10W 10 875 925 980 88-98
USL-TRS4A-x-15W 15 1,425 1,500 1,575 95-105
USL-TRS4A-x-20W 20 1,850 1,950 2,050 93-103
USL-TRS4A-x-25W 25 2,325 2,450 2,570 93-103
USL-TRS4A-x-30W 30 2,800 2,950 3,100 93-103
DIMENSIONS
H w D A
MODEL HEIGHT WIDTH DIAMETER DIAMETER 2 WEIGHT
141b
10w
0 0.645kg
15W 6.221in 453in 327in 24in
158 mm 115 mm 83 mm 6l mm 151b
0.675kg
20W
25W , , _ .
6.89in 5.24 in 3.74in 2.91in 2.21b
175 mm 133 mm 95 mm 74 mm 1.02 kg
30W
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