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This linear wall washer features 3-in-1 RGB and 4-in-1 RGBW. It
works with DMX512. Up to 150W can be daisy chained together.
Multiple narrow, medium, and wide beam angles are available.

FEATURES
o P66

o DMX512

0 24V DCinput

© 3-in-1 RGB, 4-in-1 RGBW
o Daisy chain up to 150W

ORDERING INFORMATION EXAMPLE PN: USL-WL3Y-20-25W-RGBW4-INT-60D

USL-WL3Y |- - - -

20-18W 20 INCH, 18 WATTS RGB3  3-IN-1RGB INT  INTEGRATED DMX 10D 10°

20-25W 20 INCH, 25 WATTS RGBW4 4-IN-1 RGBW EXT EXTERNAL DMX 15D 15°

40-36W 40 INCH, 36 WATTS 27K 2700K 25D 25°

40-50W 40 INCH, 50 WATTS 30K 3000K 30D 30°
40K 4000K 40D 40°
50K 5000K 60D 60°
65K 6500K 100D 100°

10X30 10°x30°
10X45 10°x45°
10X65 10°x65°
10X70 10°x70°
20X65 20°x65°

*Note: Integrated DMX option only available with RGB and RGBW. External DMX available with all CCT/color options.

ACCESSORIES

USL-WL3Y-ACC -

PWR-3  Power cable, 3 m (9.8 ft)
BOX-1P65 IP65 driver box
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4-in-1 Linear Wall Washer . usluminaire
SPECIFICATIONS
OPERATION OPERATING RATED
MODEL VOLTAGE TEMPERATURE LIFESPAN ccT e S
-4°F - 122°F RGB, RGBW, . 100-120 WHITE
USL-WL3Y 24V DC 20°C _5geC 50,000 HOURS 100K 500K 70 20.70 RCE
POWER LUMENS (Im) +10% LUMENS (Im) +10% EFFICACY
MODEL SIZE
(W) 2700K 3000K 4000K 5000K 6500K  RED  GREEN  BLUE (Im/W)
USL-WL3Y-20-18W 18W 1,800 1,800 1,980 2,070 2,160 720 1,260 360 100-120
20 inch
USL-WL3Y-20-25W 25W 2,500 2,500 2,750 2,875 3,000 1,000 1,750 500 100-120
USL-WL3Y-40-36W 36W 3,600 3,600 3,960 4,140 4,320 1,440 2,520 720 100-120
40 inch
USL-WL3Y-40-50W 50W 5,000 5,000 5,500 5,750 6,000 2,000 3,500 1,000 100-120
DIMENSIONS
L D A H
MODEL LENGTH DEPTH  BODY HEIGHT MAX HEIGHT
USL-WL3Y-20 97in
500 mm 1.81in 15 314in
. 46 mm 375 mm 80 mm
39.41in
USL-WL3Y-40 1000 mm
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APPLICATION DIAGRAM
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