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OV E RV I E W
Luma Rail creates a uniform light source ideal for sign boxes. It 

is composed of individual bars put together in series up to 96W 

(~140 inches). These series of bars are then put in parallel to 

custom fit any size of sign cabinet. The RGB version uses Osram 

LEDs, providing excellent color blending. The thermally conductive 

adhesive backing can be used for mounting and helps dissipate 

heat.

F E AT U R E S
ĂĂ Osram LEDs

ĂĂ 170° beam angle

ĂĂ 8 pieces can be connected in serial

ĂĂ Fits sign cabinets 4-8 inches deep

ĂĂ Custom kitting and design services available from US Luminaire

Warranty

3
Year

O R D E R I N G  I N FO R M AT I O N      EXAMPLE PN: USL-LRC1Y-RGB-18

USL-LRC1Y – COLOR – BAR LENGTH

RGB RGB 18 18 in (450 mm)
RGBW RGB/WHITE

White LEDs of RGBW product are 6500K.

Dry
Location

ACCESSORIES

USL-LRC1Y-ACC – ACCESSORY

HARNESS Connection harness, custom length & spacing

Note: Custom spacing and lengths are available 

http://www.usluminaire.com
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S P EC I F I C AT I O N S

MODEL OPERATION 
VOLTAGE

OPERATING 
 TEMPERATURE

RATED 
LIFESPAN CCT CRI EFFICACY

USL-LRC1Y 24V DC
-13°F – 140°F
-25°C – 60°C

50,000 HOURS
RGB, RGBW

6500K
80+ white 33-42 lm/W

MODEL POWER 
(W)

MAX. LUMENS 
(lm)

EFFICACY 
(lm/W)

USL-LRC1Y-RGB 12 500 42

USL-LRC1Y-RGBW 15 500 33

D I M E N S I O N S

MODEL L
LENGTH

W
WIDTH

P
LED PITCH

USL-LRC1Y-RGB
17.72 in

450 mm
1.18 in

30 mm
0.965 in
24.5 mm

USL-LRC1Y-RGBW
17.72 in

450 mm
1.18 in

30 mm
0.787 in
20 mm
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 A P P L I C AT I O N  I N FO R M AT I O N

BOX THICKNESS BAR-BAR SPACING 
(ACRYLIC)

4 in
10 cm

2.8 in
7 cm

4.75 in
12 cm

3.2 in
8 cm

6 in
15 cm

5.5 in
14 cm

7 in
18 cm

6.3 in
16 cm

8 in
20 cm

7.1 in
18 cm

Custom spacing

24V
DC
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